HOW TO ORDER
ACCU-VENT

Automatic Degassing Valves

Accu-Vent Standard Material of Construction

CPVC (Corzan) corrosion resistant wetted materials of construction
Standard ¥2” FNPT (32" FNPT optional or socket weld)

Also available in 316 stainless steel and PVDF material, as well as various connection sizes and types.
Example: AV-50-CPVC-S

Accu-Vent

¥2” NPT connection
CPVC [Corzan]
Socketweld

e.g.: AV-50-CPVC-S
AV -50-CPVC-S

BOTTOM CONNECTION
No Suffix = NPT connections (std)
S = Socketweld
B = BSP Thread

ACCU-VENT BODY MATERIAL
CPVC =CPVC [Corzan]
316S/S = 316 Stainless Steel
PVDF = PVDF
CONNECTION
25 =V
50 =’
no= OPTIONS
100 =1 . ) )
150 =15 Other _materlals of cqnsyructlon .avallable
200 =2 for various gaseous liquid chemicals.
As Manufactured By: PRIMARY FLUID Tel: (905) 333-8743
SYSTEMS INC. Fax: (905) 333-8746
North America Toll Free — 1-800-776-6580

E-Mail: primary@primaryfluid.com
http://www.primaryfluid.com
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